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NOTES:

1. This plan sheet is a record drawing from
Skyway Structures contract. The Contractor
shall verify the existing installation. See
sheet EE-301A from Skyway Structures, contract
No. 04-012024.

2. The instal led components shall not be |imited

to the ones listed below, but shall be a complete

instal lation. For details, see Bridge Structures

Girder Eastbound, typical Details sheets.

- Furnish and install the 15 kV cables into
existing cable trays and conduits shown on
this drawing. See sheet E-837. .

- Furnish and install fiber optic cables into
existing cable ftrays and conduits shown on
this drawing. See sheet E-983.

- Inspect for system ground continuity. See
sheets E-839 and E-840.

3. All cable trays and conduits shown on this
drawing are existing. Bold ones are to be used
for pulling cable.

SHEET NOTES:

<:> Furnish and install splice cable tray as
shown on sheet E-836, plan detail 1.

<:> Mount splice cable tray between diaphragms
at Station 68+27 as shown on E-805 and
geiur? aroperly. See sheet E-836, section
etai .

(3) In order to be able to pull the 15 kV cable,
the Contractor shall disassemble the 15 KV
flexible conduit installation. The 15 kV
flexible conduit shall be reinstal led after the
15 kV cable has been pulled.

REQUEST FOR INFORMATION NOT ADDRESSED IN THIS CCO REMAIN IN FORCE

THIS PLAN ACCURATE FOR ELECTRICAL WORK ONLY.
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